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S % NED UNIVERSITY OF ENGINEERING & TECHNOLOGY

+H PROCUREMENT CELL

Phone # 99261261-8, (Ext # 2291), Fax # 99261255,
E-mail: dp@neduet.edu.pk

D

1921-2021

"Say No to Corruption”

Work Order

No. DP/WIP-148937/ 8059/ <} 53—
Dated: 21-03-2022

M/s. Bhatti Shamsuddin Enterprises (Pvt.) Ltd.
J.V Shams & Zain Meo Rajpoot Co.

Shop No. 91& 92, Block-C3, Haroon Royal City Phase 3
Opposite K-Electric IBC-2 Office, Block 17
Gulistan-e-Jauhar

Karachi.

Cell: 0336-8946739

Emial: INFO@BSE.COM.PK

Sub: Construction work of Faculty Executive Centre and related Infrastructure, Main
Campus NEDUET

Ref:  PC/NED/WIP/Construction/8059/2022

It is informed that the Competent Authority of this University has been pleased to approve the
award of work “Construction work of Faculty Executive Centre and related Infrastructure, Main
Campus NEDUET” as per terms & conditions and BOQ items of the bidding documents with total
cost of Rs. 23,353,500/- (inclusive of all federal and provincial taxes and duties) to your firm.

You are required to attend the Office of Directorate of Works & Services at the earliest to complete
the requirements for executing the Contract Agreement and furnish the Performance Bond. You are
further required to start the subject Work within 14 days from the date of receipt of this letter. The
time for completion of work is Eight (08) months with maintenance work period of Six (06) months
from the date of completion. The date of commencement is 04-04-2022.

You are advised to return the copy of this letter duly signed by you in token of acceptance of an
undertaking the subject work as per terms and conditions and BoQ items mentioned in the above
referred Tender Documents.

With regards, oF
e
R
9 Wt -

032922

Copy via email:

. DWS [ds@neduet.edu.pk]
. DF [df{@neduet.edu.pk]
.RA [ra@neduet.edu.pk]
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VOLUME - [li

CONSTRUCTION OF FACULTY EXECUTIVE CENTRE.
NED UNIVERSITY, KARACHI.

CLIENT:
NED UNIVERSITY

CONSULTANT: W

(Pvt.) Limited

CONSULTING ENGINEERS, ARCHITECTS, PLANNERS & PROJECT MANAGERS

R-210, ABID TOWN, BLOCK - 2, GULSHAN-E-IQBAL, KARACHI, PAKISTAN
PHONE:021-34964622, E-MAIL: INFO@TACE.COM.PK




BILL OF QUANTITIES

FACULTY EXECUTIVE CENTER

AT NED UNIVERSITY MAIN CAMPUS

EXECUTIVE SUMMARY

Sr. Description 1o (g':kc’;z)
1 |civil Works 18,385,995/-1
2 |Electrical Works 2,802 /4 62/-1 e
332 262
3 |Plumbing Works 1 ‘] 019 082 /-
[D3F gz
4 |Provsional Sum* 2/ Y6l /"
TOTAL 23,500,000 /-
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BILL OF QUANTITIES

FACULTY EXECUTIVE CENTER

AT NED UNIVERSITY MAIN CAMPUS

CIVIL WORKS

Description

Quantity

Unit

21

b)

2.2

2.3

24

DISMANTLING

Dismantling of existing walls and removing of MS Grill
in a clean manner to re-use it, including all operation of
site clearing, complete with breaking clods, including
lifting, shifting or disposing of surpluss debris outside
premises or as per instructions of Consultant /
Engineer In-charge.

EARTH WORKS

Excavation

Excavation for foundation in all type of soils, dry or wet,
hard or soft, up to 7'-0" from Natural Ground Level
(N.G.L) including all operation of site clearing,
complete with breaking clods, levelling, dressing,
dewatering, shoring & compacting including lifting,
shifting or disposing of surpless earth outside premises
or as directed by Consultant.

Excavation for foundation in Hard Rock / Hard Strata up
to 7'-0" from Natural Ground Level (N.G.L) including all
operation of site clearing, complete with breaking
clods, levelling, dressing, dewatering, shoring &
compacting including lifting, shifting or disposing of
surpless earth outside premises or as directed by
Consultant.

Back Filling

Filling excavated earth if the soil classification is good,
in plinth and under floors i/c breaking clods, dressing,
watering and consolidating by ramming in layers not
exceeding 9" depth to obtain 95% modified AASHTO
density i/c all lead and lift and as per instructions of
Consultant / Engineer In-charge.

Earth Filling

Filling earth obtained from outside any source / any
lead (as per approved AASHTQ Standard) and filling
the same in foundation, plinth and under floors i/c
breaking clods, dressing, watering and consolidating
with mechanical means by compacter or roller in layers
not exceeding 9" depth to obtain 95% modified
AASHTO density i/c all lead and lift and as per
instructions of Consultant / Engineer In-charge.

Stone Soling

Providing and laying stone soling (6" thick) of approved
quality under floor including hand packing vertically and
filling voids with spawels, consolidating and compacting
with mechanical means, as per drawings and

specification and as per instruction of the Consultant.

11096

2840

7791

3170

Job {21, 0oof.

cu.t. [|4/-

Cu.ft.

18/-

Cu.ft.

Cuft. |\g/-

294/-

-

¢
155{3‘1‘11-

e
{

51,120/-

e
6,746/ -

/
5%, 060/-




BILL OF QUANTITIES
FACULTY EXECUTIVE CENTER
AT NED UNIVERSITY MAIN CAMPUS
CIVIL WORKS

Description Quantity

Unit

Rate

Amount

341

3.2

3.3

5.1

5.2

PLAIN CONCRETE

Providing and laying Plain Cement Concrete where
required using approved quality 3/4" max size graded
crushed aggregate or stone with approved quality local
river sand i/c all formwork rodding vibrating levelling,
compacting and curing etc. complete in all respects as
per instruction and drawings of consultant.

4" thick CC 1:4:8 (1 cement 4 sand and 8 coarse

; 8 386
agaregate) under footing & foundation :

4" thick CC 1:4:8 (1 cement 4 sand and 8 coarse
agaregate) under plinth beams

259

PCC 1:3:6 (1 cement 3 sand and 6 coarse aggregate)
Cast- in- Situ

214

DAMP PROOF COURSE

Providing and laying 2" thick 1:11/2:3 (1 cement 11/2
sand & 3 coarse aggregate) DPC under walls and
entrance over plinth beams using pudlo as per
manufacturers instructions with 2 Coats of Hot Bitumen
10/20 at 1.64 kg per sgm complete as per drawing,
specification and as per instructions of Engineer In-
charge.

537

WATER PROOFING

Providing, laying and applying hot bitumen to the
vertical surfaces of the columns and the walls in
foundation & plinth in two layers with 10/20 at 1.84 kg
per sqm, applied hot over the completely dry surfaces
of the concrete works, after the curing period is over,
complete as per drawings, specifications and as per
instructions of Engineer In-charge.

4034

Providing, laying and applying hot bitumen to the
Horizontal surfaces of the Slab and the vertical surface
of beams in 1st slab and roof at the location of bath
room in two layers with 10/20 at 1.64 kg per sgm,
applied hot over the completely dry surfaces of the
concrete works, after the curing period is over,
complete as per drawings, specifications and as per
instructions of Engineer In-charge.

850

TERMITE TREATMENT
Termite proofing treatment with (Biflex (FMC or
equivalent approved by Consultant) as per

manufacturer specifications ) comprising the following :

R.ft.

Cu.ft.

Cu.ft.

Cu.ft.

Sq.ft.

Sq.ft.

238 /-

218/-

328/-

253/-

30/-

30/

A q,_

¢
\21,020/-

¢
25,500/-




BILL OF QUANTITIES

FACULTY EXECUTIVE CENTER

CIVIL WORKS

AT NED UNIVERSITY MAIN CAMPUS

Description

Quantity | Unit

Rate

Amount

6.2

6.3

7.1

T2

7.3

7.4

7.5

7.6

7.7

7.8

7.9

7.10

7.1

To all the earth dressed horizontal and vertical surfaces
before laying of concrete etc. for columns and wall
foundations as well as trenches for drain lines etc.

To all foundations and plinth beams surfaces upto

plinth level before earth filling
After completion of stone soling in plinth area complete

and also in plith protection
Note: Payment as per Plinth Area

REINFORCED CEMENT CONCRETE

Providing and laying Reinforced cement concrete of
specified strength using approved quality 3/4" max. size
graded crushed aggregate & fine aggregate including
approved form work & its removal, all operations of
vibrating, levelling, compacting and curing etc complete
but excluding the cost of steel (SR cement should be
used for all sub structure works).

1: 2 :4 ( 1 cement 2 sand 4 coarse aggregate) column
footing (Isolated/raft/pad/ combined)

1: 1 1/2 :3 (1 cement 1 1/2 sand 3 coarse aggregate)
Columns upto Plinth

1: 2 :4 (1 cement 2 sand 4 coarse aggregate) in Plinth
Beams

1:11/2:3 (1 cement 1 1/2 sand 3 coarse aggregate)
in Super Structure Columns of Ground Floor

1:11/2 :3 (1 cement 1 1/2 sand 3 coarse aggregate)
in Super Structure Columns of First Floor

1:11/2:3 ( 1 cement 11/2 sand 3 coarse aggregate) in
Super Structure Columns of Roof

1: 2 :4 (1 cement 2 sand 4 coarse aggregate) Beams

of Ground Floor.

1: 2 :4 ( 1 cement 2 sand 4 coarse aggregate) Beams
of Roof

Ground Floor

1:2:4 ( 1 cement 2 sand 4 coarse aggregate) slabs at
First Floor

1:2:4 (1 cement 2 sand 4 coarse aggregate) slabs at

Roof/stair tower 4

1:2:4 (1 cement 2 sand 4 coarse aggregate) slabs at|

198

709

475

475

65

751

757

1331

Cu.ft.

Cu.ft.

Cu.ft.

Cu.ft.

Cu.ft.

Cu.ft.

Cu.ft.

Cu.ft.

Cu.ft.

23))-
380)-
33)/-
3%0/-
380/-

380/-

381)"@!/-

?5,@0/-

234,639
Z

|0, Soo/-
o

‘ go} 500} B
-

24,700/-

~

24%,58\)-

250, 5((;4/ -

Yo, 56l /-

qqof&éll—

Mo, 561 -
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BILL OF QUANTITIES .
FACULTY EXECUTIVE CENTER —_ '
AT NED UNIVERSITY MAIN CAMPUS
CIVIL WORKS

Sr. Description Quantity | Unit | Rate | Amount

. e ey | B
7.12|1:2:4 (1 cement 2 sand 4 coarse aggregate) staircase| ( %
flight steps & Landing 181 cuft. |331/- 5"7, M/

7.43[1:2:4 ( 1 cement 2 sand 4 coarse aggregate) CC sl
Coping at Top Roof Parapet as per drawing and| | 75 |Cu.ft. 331)- |24, 825/
specifications.

7.14|1:2:4 ( 1 cement 2 sand 4 coarse aggregate) window

proiection as per drawina/desian and specification -
Windows \ Ventilators -
GROUND FLOOR 25 | cuft|331)- [8235/-

7.15|1:2:4 (1 cement 2 sand 4 coarse aggregate) window
projection as per drawina/desian and specification

First floor 27 Culft. |33} /- 8,??::} [-

7.16|1:2:4 ( 1 cement 2 sand 4 coarse aggregate) window
projection as per drawina/desian and specification 4

Roof/stair tower 4 cuft. [331/- |I,32M/-
7.47|1:2:4 (1 cement 2 sand 4 coarse aggregate) top & e
bottom slab of OHWT as per drawings and| | 79 cuft. [33\/- '25/”‘-]/-

specifications.
7.48|1:2:4 ( 1 cement 2 sand 4 coarse aggregate) walls of 2
OHWT as per drawings and specifications. 100 | Cu.t. [33]/- 33,\00/-
8 |STEEL REINFORCEMENT
Providing fabricating and laying hard grade ribbed
deformed(min  yield point 60,000 psi) steel
reinforcement bars including the cost of straightening,
cutting, bending, binding, wastage and such overlaps
as are not shown in drawings, placing in position on
cement concrete 1:2:4 / 1:1-1/2:3 precast spacer block
or m.s chairs,tying with binding wire (Gl wire of 18
guage), cost of chairs and wires efc. in all kinds of RCC
works. 4
(
8.1 |Deformed Steel (Grade 60) / 2811 | Tons [M2545)-| 6,813, 940/-

8.2 |Tor Steel ") (Rate only) Tons [232,000f sale ped 3
./ ton | /




BILL OF QUANTITIES

FACULTY EXECUTIVE CENTER

AT NED UNIVERSITY MAIN CAMPUS

CIVIL WORKS

Description

Quantity

Unit | Rate

Amount

10

10.1

10.2

10.3

11

11.1

11.2

BLOCK MASONRY

Providing and laying of concrete block masonry (upto
any height) with good workmanship in cement mortor
1:4 ratio with filling joints of racking out joints on both
sides and also proper curing complete as per drawing /
specification and instructions of Engineer Incharge.
GROUND FLOOR

FIRST FLOOR

ROOF

PLASTER

Providing & applying smooth 3/4" th plaster to walls
columns, Ceiling etc. with 1:4 (1 cement 4 sand) ratio,
i/c all corners, recesses, jambs and raking out joints
and fixing of Expanded metal 1/2" to 3/4" 16 Gauge (3"
wide) lathing to all joints of masonry & RCC Works and

over cuttings of electric coduits with washers & steel||

nails (as per detail) complete as per drawings,
specifications and as per instructions of Consultant /
Engineer In-charge.

INTERNAL PLASTER
GROUND FLOOR

FIRST FLOOR
ROOF

EXTERNAL PLASTER

PUDLO PLASTER OF O.H.W.T.
Providing & applying smooth 3/4" thick to internal walls

of O.HW.T with 1:4 cement ratio,i/c all corners,
recesses and ranking out joints alongwith (pudlo-2kg
per bag of approved quality) complete as per
drawing/specifications and instructions of Engineer
Incharge.

FLOORING

4" thick CC 1:3:6 (1 cement 3 sand and 6 coarse
agareqate) under flooring

Providing & laying Porcelain tiles size (20" x 20")
MATT Make (Shabbir Tiles / Master Tiles or equivalent
approved by Consultant) polished of approved quality,
patterns and shades, preparation and laying of base
coat (2" thick) in 1:4 plain cement concrete, over
previously laid sub floor including filling of joints with
matching colour grout, complete in all respect as per
drawings, specifications and as per instructions of

Consultant / Engineer I}}\-charge.

- 4076

4076
519

8476
8476
2011

5180

516

878

Cu.ft.
Cu.ft.
Cu.ft.

|88 -
2(3}-
213-

i
18/-
18/

294/-

Sq.ft.
Sq.ft.
Sq.ft.

Sq.ft.

Sq.ft. [30/-

Cu.ft.

213/-

et

/
766,28%/-
£8Y, 49/
Nz, 623/

152, 568/
26,19%/-

\'zw,sxg
>
I5,4%0/-

-

/
190,526/-

/

ng, 664/

g ZAWN .N‘EO.
Srrucrion ¢

pro

RAP oUt
wa

A
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BILL OF QUANTITIES = ‘ >
EACULTY EXECUTIVE CENTER
AT NED UNIVERSITY MAIN CAMPUS N~
CIVIL WORKS P ——

Sr. Description (;(uantity Unit | Rate Amount X
GROUND FLOOR 2162 | sqft. | 205/ |443,210/-¢|
FIRST FLOOR 2162 | Sa.ft. |205/-[443,210/-,

11.3 |Providing & Laying of approved quality & sizes of
porcelain tiles skirting 6" height including chieseling/wall
as/where required complete as per drawing / design
specification and instruction of Consultant.

GROUND FLOOR 435 | Rt [99/- |39.150/- €
FIRST FLOOR 465 | Rit |99/ (Y[, 850/~

11.4 |Providing & laying ceramic tiles (size 12" x 24") Make
(Shabbir Tiles / Master Tles or equivalent approved by
Consultant) with borders on walls, walls (up to 7-0") &
floors of approved shades & patterns (approved by
Consultant) in bath room & toilets, preparation and
laying of base plaster / concrete in 1:5 cement sand
mortor, over previously laid floor, complete in all
respect as per drawing / specification and instructions

of Consultant / Engineer In-charge.
GROUND FLOOR 1240 | sq.t. |229/- |R83,969/<

FIRST FLOOR 1060 | Sq.ft. |229/- 2\-{'2,:}‘{0];,

11.5 |Providing and laying of finish floor(2" thick), preparation
and laying in 1:2:4 using pea crush or fine crush (
alongwith (pudlo-2kg per bag of approved quality) over

bottom slab of OHW.T. complete as per = Cit. |363/- c’,q-sgl
drawing/specification and instructions of Engineer
Incharge.

12 |GRANITE FIXING

12.1 |Providing & laying 3/4" thick pre polished approved
Granite or equivalent (approved by Consultant) in single
piece on Bathroom vanity & Kitchen / Pantry Top as
shown on drawings including preparation and laying of
base plaster in 1:5 cement sand mortor, filling/grouting
joints in white cement & matching colour grout as
required, mechanical cutting as shown on drawing and
as per instruction of Consultant.

.
GROUND FLOOR 80 | saft [993/-|F5440/-

FIRST FLOOR 44 | saft. |943/- |41, U92/¢
12.2 |Providing & laying 3/4" thick pre polished approved K

Granite or equivalent (approved by Consultant) in single o
piece on stair steps & Kitchen / Pantry Top as shown
on drawings including preparation and laying of base
plaster in 1:5 cement sand mortor, filling/grouting joints
in white cement & matching colour grout as required,
mechanical cutting as shown on drawing and as per
instruction of Consultant.

P

0 RAJPOQT
1« SyAMS & ZAINME
WS fgumwcnon cow{\rw

~ LAdnetor

Page 6 of 11




BILL OF QUANTITIES

FACULTY EXECUTIVE CENTER
AT NED UNIVERSITY MAIN CAMPUS

CIVIL WORKS

—

WA CE

B s LI

Description

uantity

Unit

Rate

Amount

12.3

12.4

12.5

13.0

14

GROUND FLOOR
FIRST FLOOR

Providing & laying 3/8" thick pre polished approved
Granite or equivalent (approved by Consultant) on stair
riser as shown on drawings including preparation and
laying of base plaster in 1:5 cement sand mortor,

pointing in white cement & matching colour grout as| |

required, mechanical cutting as shown on drawing and
as per instruction of Consultant.

Providing & laying 3/4" thick pre polished approved
(size 1'-0" x 1'-0") Granite or as approved by Consultant
on stair landing as shown on drawings including
preparation and laying of base plaster / concrete (2"
thick) in 1:5 cement sand mortor, pointing in white
cement & matching colour grout as required,
mechanical cutting complete as per drawings,
specifications and as per instructions of Consultant /
Engineer In-charge.

Providing & laying 3/8" thick pre polished approved
Granite or as approved by Consultant Skirting 4" high
as shown on drawings including preparation and laying
of base plaster in 1:5 cement sand mortor, pointing in
white cement & matching colour grout as required,
mechanical cutting complete as per drawings,
specifications and as per instructions of Consultant /
Engineer In-charge.

BLOCK MASONARY STEPS

Providing & making steps in block masonary work set
in 1:4 (1 cement 4 sand) mortar and concrete as
shown on drawings and as per instruction of
Consultant.

PLINTH PROTECTION

Plinth protection all around building including the cost of
levelling, dressing and compacting surface, providing
and laying 6" thick stone soling and a sub base floor
1:4:8 (1cement 4 sand & 8 coarse aggregate) 3" thick
over stone soling & 6" thick 1:2:4 (1 cement 2 sand & 4
coarse aggregate) over 1:4:8 (1 cement 4 sand & 8
coarse aggregate) in panels and specified slopes as
shown on drawing and as per instruction of Consultant.

114
114

116

200

120

901

Sq.ft.
Saq.ft.

Sq.ft.

Sq.ft.

R.ft.

C.ft.

H3/-
L2

186/-

186/-

F20/-

18€)-

103,502/-
|07, 502/~

91,13 6/-

15%,200/-

26,400/-

3,008 /-

132 443 /-




BILL OF QUANTITIES , .

FACULTY EXECUTIVE CENTER e )

AT NED UNIVERSITY MAIN CAMPUS
CIVIL WORKS

i

Sr. Description Quantity | Unit | Rate Amount

15 |ROOF SCREEDING
Providing & Making Roof finishing composed of SN SEEHES e
C.C.1:2:4 screed of min.50mm thickness laid in panels s =
in specified slopes over RCC slab and applying two
coats of hot bitumen PB4 at 1.64 kg per sgm, laying
37mm thick Jumbolon, laying RCC 1:2:4 (6 mm dia MS| | 426 | Sa.ft. |F2/- 20,6%42/-
bar -@ 200 mm c/c both ways), including the cost of
steel and maintaing proper slope including rain spouts,
complete as per drawings, specifications and as per
instructions of Consultant / Engineer In-charge.

.f’

16 |PAINTS
16.1 |Providing & applying distemper paint over the interior| |
surfaces of ceiling i/c. rubbing, smoothing with sand
paper. Applying three coats of deluxe (ICl) or Berger of
approved shade & colour to the ceiling of slab, as per
drawing / specifications & as per instructions of|} P
Consultant. {

GROUND FLOOR 2380 | sqft. [15)- | 25300/~

FIRST FLOOR 2380 | Saft. [15/- | 3%,700/-¢
240 | Sa.ft. 5 "
ROOF aft. | |5/ '3,600/-(

16.2 |Providing & applying Matt Finish Paint on walls i/c
applying priming coat, filling, rubbing smoothing with
sand paper. Applying three coats of dulux ICI or Berger
of approved shade to walls, columns, coved surfaces in
the interior of the building as shown on the drawings
including application of primer and preparation of
surface to be painted complete as per drawings,
specifications and as per instructions of Consultant /
Engineer In-charge.

GROUND FLOOR 6176 | saft. [\8/- |11, 168/- |
FIRST FLOOR 6176 | Saft. | 1B/~ |11y, | 6%/
I

16.3 |Providing & applying weather shield paint over the
external surfaces of building, columns & beams /
Projections i/c. filling, rubbing, smoothing with sand &
paper. Applying three coats of dulux (ICI) or Berger of| | 5180 sqft. |26/~ |13Y,680)-
approved shade & colour complete as per drawings,
specifications and as per instructions of Consultant /
Engineer In-charge.

16.4 |Providing & applying oil paint on wood works surfaces —
of doors, including rubbing, finishing with sand paper.
Applying three coats of Matt dulux (ICI) or Berger of !
approved shade, including preparation of surface to be
painted complete as per drawings, specifications and VAl
as per instructions of Consultant / Engineer In-charge.

GROUND FLOOR

/
//(.A/A Page 8 of 11




BILL OF QUANTITIES

FACULTY EXECUTIVE CENTER
AT NED UNIVERSITY MAIN CAMPUS

CIVIL WORKS

Description

{ Quantity

Amount

17
171

17.2

18

FIRST FLOOR
ROOF

WOODEN DOOR

Providing and fixing 1-1/2" thick solid commercial ply
single / double shutter flush doors with 3/8" thick
wooden lipping best quality all around, fixing kick plate
1'-0" high and 16 guage galvanized steel sheet frame
and molding (thickness of frame is same as wall
thickness) The item includes fixing of door frames in
wall opening with six holdfasts filling around frames as
well as in pockets with 1:4 mortar, this item include
application of one coat of zinc chromate primer to steel
frames complete including wooden architrave /

complete as per drawings, specifications and as per
instriictinng of Consultant / Fnaineer In-rharne

GROUND FLOOR
FIRST FLOOR
ROOF

Providing and fixing at any height Wall mounted
Wooden Cabinets (2'-0" deep) comprising of approved
colour laminated Chipboard with Ist class soft wood
frame and wooden lipping complete including handles
& stopers of approved quality and drawer arrangement
complete as per drawings, specifications and as per
instructions of Consultant / Engineer In-charge.

GROUND FLOOR

S.S HAND RAILING (STAIR-CASE & BALCONY)

Providing, making and fixing S.S Railing in stair case
and balcony at any height/elevation including Stainless
Steel hand railing consisting of 3 inch diameter hand
grip, 19mm m.s. round bars @ 8 inch c/c horizontal and
vertical making any design with using 12mm tempered
glass as per approved, 1x1 inch, s.s. flat, hold fasts
grouted in RCC steps including wax polishing to all
surfaces complete as per drawings, specifications, and
/ or as directed by the Consultant.

beading, handle, lock & door stoper of approved quality| |

468
32

468
468
32

85

196

Saq.ft.
Saq.ft.
Sq.ft.

Sq.ft.

R.ft

50g/-
508/-
%0g/-

M5/-

1,29)/-

12, 168/-¢
222 /-¢"

-

16,256/-
<

~

12,325/-

292,636/-

233,3494/- |
233, IS
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